Knoxville Civic Coliseum Tech Information

Seating Capacity:





Dashers-In

Dashers-Out 

180 Degrees (GA)

3,811


4,311

180 Degrees (Reserved) 
3,201


3,626

270 Degrees (GA)

5,231


5,583

270 Degrees (Reserved)
4,083


5,279

360 Degrees (GA)

6,841


7,141

360 Degrees (Reserved)
5,937


6,361

Available Power:

2
800-AMP
3 phase Disconnects

1
400-AMP
3 phase Disconnects

Staging
Brand:
Wenger Stage



Size:

4” x 8’ Pieces

Capacity:  
60’ x 40’

Height:
4’ to 6’ (Building recommends a 4’ stage for best stability)   

Dressing Rooms:
2 Single Dressing Rooms

2 Double Dressing Rooms

2 Trainer Rooms

2 Locker Rooms

1 Kitchen
Rigging Information:

· Steel Structure barrel Roof 

· See rigging sheet for additional information

Additional Building Information:

No floor load limit 

Load in Door 22’ Wide 14’ High

3- Production telephone lines ($150 per line, per day)

4-Spot Lights (2- Lycien (XLT 2-K) Zennon Spots & 2-Carbon Super troopers spots)   

Ticketing provided by Tickets Unlimited 

